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Abstract—Hyperspectral unmixing remains a challenging
problem in complex scenes, where the linear model cannot
describe the spectral reflectance of mixtures of pure materials.
Although nonlinear mixing models have been proposed to address
this challenge, existing methods are either supervised, i.e., require
endmembers of the dataset as prior information, or are suitable
only for datasets containing either pure pixels or near-pure pixels.
When pure pixels are unavailable in the dataset, a dataset simplex
has to be reconstructed in order to generate virtual endmembers.
Unfortunately, the popular minimum simplex volume constraint
(MSVC) often used for linear datasets cannot be directly applied
to nonlinear datasets. To tackle this challenge, in this work, we
propose a novel strategy called linearizing space transformation
(LST) that estimates the linear component of a nonlinear dataset
by analytically inverting the nonlinear dataset. MSVC can then
be applied to this linear component to estimate the endmembers
of the nonlinear dataset. LST can be applied to nonlinear datasets
that can be expressed as an explicit combination of linear and
nonlinear components. The polynomial mixing models are a class
of models that fulfill this criterion. In this work, we theoretically
demonstrate the effectiveness of the proposed strategy for two
popular mixing models from the literature, i.e., the polynomial
post-nonlinear mixing model (PPNM) and the multilinear mixing
model (MLM). In order to estimate endmembers, abundance
maps, and nonlinear parameters of the mixing models, an end-
to-end deep network called MPGU-Net is proposed. The network
consists of three modules: (1) a variational autoencoder-based
endmember generation network for robust spectral signature
estimation; (2) an abundance estimation network enhanced by
a convolutional block attention module for accurately estimating
abundance maps; and (3) a nonlinearity parameter estimation
network for estimating pixel-wise nonlinear interaction processes.
In contrast to existing methods that model nonlinearity through a
nonlinear activation function in the last layer of the network, our
approach models nonlinearity explicitly through the nonlinear
mixing equation. LST is not a direct component of the MPGU-Net
framework, but is incorporated into the loss function, enabling
more accurate estimation of endmembers and fractional abun-
dances. By jointly optimizing reconstruction consistency, geomet-
ric constraints, endmember consistency, and variational regular-
ization, our MPGU-Net achieves high-accuracy unmixing with
strong physical interpretability. Extensive experiments on both
synthetic and real hyperspectral datasets demonstrate that our
method significantly outperforms existing state-of-the-art (linear
and nonlinear) unmixing approaches in terms of reconstruction
accuracy, endmember estimation fidelity, and abundance visual-
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I. INTRODUCTION

EMOTE sensing is a powerful tool in Earth observation
Rthat is widely used for monitoring changes in land use
[1], mineral exploration [2], natural disasters [3], and climate
change [4]. Among its various applications, the efficient
computational processing of multispectral and hyperspectral
images, formed by capturing data across multiple spectral
bands, is of particular importance. Hyperspectral imaging in
particular has attracted significant attention due to its ability
to capture detailed spectral information at each pixel, making
it highly effective for tasks such as super-resolution [5], target
detection [6], classification [7], and anomaly detection [8].
Despite these advantages, hyperspectral data present inherent
challenges [9]. Owing to the limited spatial resolution of
hyperspectral sensors and the complexity of surface materials,
each pixel often contains a mixture of multiple pure spectral
signatures, known as endmembers. This phenomenon compli-
cates the analysis of hyperspectral images. To address this,
hyperspectral unmixing [10]-[13] has emerged as a critical
technique, aiming to decompose each mixed pixel into a set
of endmembers and their corresponding fractional abundances.
This process reveals the underlying physical composition of
the scene and enhances the interpretability of hyperspectral
data.

A. Linear and nonlinear unmixing methods

Hyperspectral unmixing techniques have been primarily
developed under two main scenarios: the linear mixing as-
sumption [14]-[16] and the nonlinear mixing assumption [10],
[17], [18]. The linear mixing model (LMM) assumes that each
pixel spectrum can be represented as a linear combination of
pure material spectra, referred to as endmembers, weighted by
their corresponding fractional abundances. This model offers
mathematical simplicity, interpretability, and computational
efficiency. This model has been widely adopted by numerous
hyperspectral unmixing approaches, particularly for scenes in
which materials are spatially well-separated. In these scenar-
ios, each incident light ray interacts with a single pure material
within the instantaneous field of view before reaching the
Sensor.



When the pure pixel assumption holds, geometrical methods
are typically employed. These methods leverage the geometric
property that, under the LMM assumption, all mixed pixels
are confined within a simplex whose vertices correspond to
the endmembers. Consequently, the unmixing task reduces to
identifying these simplex vertices. Well-established algorithms
such as vertex component analysis (VCA) [19], N-FINDR
[20], [21], and successive projection algorithm (SPA) [22]
adopt a maximum volume criterion, aiming to find the simplex
of maximum volume that fits the data, which is a reasonable
strategy when pure pixels are present.

In contrast, in many real-world scenarios—especially those
involving low spatial resolution or highly mixed environ-
ments—the pure pixel assumption may not hold. In such
cases, geometrical methods may yield inaccurate results. To
address this, minimum-volume-based methods have been pro-
posed. These methods aim to identify the smallest simplex
that encloses all data points, with virtual endmembers lo-
cated at its corners. Representative methods include minimum
volume constrained nonnegative matrix factorization (MVC-
NMF) [23], minimum volume simplex analysis (MVSA) [24],
and simplex identification via variable splitting and aug-
mented Lagrangian (SISAL) [25]. Beyond these geometrical
approaches, alternative linear unmixing techniques employ
statistical inference or optimization frameworks. Bayesian
unmixing methods [26]-[28], for instance, incorporate prior
knowledge about abundance distributions to enhance estima-
tion accuracy. Sparse regression methods [29]-[32] exploit
the observation that individual pixels typically contain only
a limited subset of potential endmembers, thereby enforcing
sparsity in the resulting abundance maps. Another prominent
approach is non-negative matrix factorization (NMF) [33],
which decomposes the data matrix into a product of two low-
rank non-negative matrices. NMF-based methods [34], [35]
are often supplemented with additional constraints to enhance
the physical interpretability of the results. In addition, heuristic
optimization strategies, including swarm intelligence and evo-
lutionary algorithms, have also been explored for LMM-based
unmixing. These methods perform population-based stochastic
searches for endmembers and abundances and provide flexible
alternatives when the objective function is highly non-convex
or difficult to optimize analytically. Typical algorithms include
high-dimensional double-swarm particle swarm optimization
(HDPSO) [36], multilevel reweighted sparse unmixing method
using superpixel segmentation and particle swarm optimization
(MRSUPSO) [37], sparse unmixing via comprehensive learn-
ing based particle swarm optimization (SUCPSO) [38].

However, in many real-world scenarios such as vegetation-
covered regions, urban areas, and mineral-rich surfaces, the as-
sumptions of the LMM are often violated because the incident
light interacts with multiple pure materials before reaching the
sensor. Moreover, atmospheric effects cause complex spectral
distortions that the LMM cannot adequately capture. This
results in inaccurate abundance estimates and poor spectral
reconstructions when linear unmixing methods are applied
under such conditions.

To address these limitations, various nonlinear unmixing
methods have been proposed. Among the earliest and most

extensively studied are bilinear models [39], [40]. These mod-
els assume that incident light interacts with at most two pure
materials before reaching the sensor. These models augment
the linear mixture with interaction terms representing pairwise
multiplicative effects between endmembers. Representative
examples include the generalized bilinear model (GBM) and
the Fan model [41], [42]. Another prominent family is given
by polynomial models such as the polynomial post-nonlinear
mixing Model (PPNM), [43]-[45], which applies a nonlinear
transformation (typically a second- or third-order polynomial)
to the linear mixture. This flexible structure enables the
modeling of smooth, weak nonlinearities commonly arising
from surface scattering or sensor-induced distortions. Multilin-
ear models, including the multilinear mixing model (MLM),
further generalize bilinear models by considering recursive
or higher-order interactions of the incident light with pure
materials. These models [46]-[49] are particularly relevant
in complex scenes where photons undergo multiple material
interactions before reaching the sensor, such as in densely
vegetated areas. Radiative transfer models are among the most
advanced nonlinear mixing models [10]. They are often used to
reconstruct the reflectance spectra of intimately mixed mineral
powders. In remote sensing applications, a simplified version
of the Hapke model [50], [51] is commonly employed to
predict the composition of intimate powder mixtures.

In addition to parametric approaches, kernel-based methods
offer a non-parametric framework for modeling nonlinearities.
These techniques [52]-[54] implicitly project the spectral data
into a high-dimensional kernel Hilbert space, where linear
algorithms can approximate nonlinear relationships. Common
kernels include the Gaussian, polynomial, and radial basis
function (RBF) [55], [56] kernels, often combined with sup-
port vector regression or kernel-based least squares unmixing.
Finally, manifold learning-based unmixing techniques [57]—
[59] have been developed to exploit the intrinsic geometry
of hyperspectral data. These approaches are grounded in the
assumption that the nonlinear dataset lies on a smooth, low-
dimensional manifold embedded within the high-dimensional
spectral space. By leveraging tools such as Laplacian regu-
larization and locally linear embedding, these methods aim
to preserve geometric consistency and improve unmixing
accuracy in complex nonlinear scenarios.

B. Deep learning-based approaches and their limitations

In recent years, deep learning [60], [61] has been increas-
ingly applied to hyperspectral unmixing due to its power-
ful capabilities in feature extraction and nonlinear model-
ing. However, most existing deep learning-based unmixing
methods [62]-[64] are still based on the LMM, where the
primary objective is to estimate abundances and endmember
spectra under the assumption of linearity. These methods
typically adopt supervised or unsupervised neural network
architectures, e.g., autoencoders [65], convolutional neural
networks (CNNs) [66], [67], transformer [68], or recurrent
neural networks (RNNs) [69], to learn mappings from pixel
spectra/image patches to abundance vectors, often incorporat-
ing constraints such as non-negativity and sum-to-one during



training. Representative examples include abundance-guided
spectral and spatial network (A2SN) [70], multistage convolu-
tional autoencoder network (MSNet) [71], dual-feature fusion
network [72], and minimum simplex convolutional network
(MiSiCNet) [73]. However, despite these advances, they still
share the fundamental limitations of the linear model.

To address this, researchers have begun exploring deep
learning-based nonlinear unmixing strategies that move be-
yond the LMM framework [74], [75]. These methods aim to
leverage the nonlinear modeling capacity of neural networks,
typically by implicitly learning the mixing process from the
data. A few studies have also explored explicitly incorporating
nonlinear physical priors into the network architecture. For
instance, [76] developed a novel blind nonlinear autoencoder
unmixing network (NLAEU). The encoder and decoder are
specifically designed to enable the simultaneous extraction of
both endmembers and abundances from hyperspectral data.
[77] presented a spatial-spectral adaptive nonlinear unmix-
ing network (SSANU-Net) that effectively captures spatial-
spectral features through a dual-stream encoder architecture
while accurately modeling both linear and nonlinear photon
scattering phenomena via a corresponding two-stream decoder.
[78] proposed a novel nonlinear unmixing method based
on a long short-term memory network and a deep neural
network (LSTM-DNN) to effectively characterize the spectral
sequential properties of hyperspectral pixels. The proposed
LSTM-DNN autoencoder architecture simultaneously exploits
spectral band correlations, inter-band variability, and spatial
information during network training, while incorporating total
variation regularization to enforce spatial smoothness in the
abundance maps.

While recent deep learning-based nonlinear unmixing meth-
ods have achieved promising results, they fail when pure
pixels are absent from the dataset. In such cases, virtual
endmembers must be estimated by identifying the smallest
simplex that encloses the data. However, the minimum simplex
volume constraint, originally developed for linear scenarios,
is ineffective under these conditions. This limitation restricts
the use of traditional endmember regularization strategies and
often results in suboptimal estimation of both abundances and
endmembers. In addition, the majority of existing nonlinear
unmixing methods still rely on increasing network depth or
applying nonlinear activation functions, rather than systemat-
ically modeling the underlying physical interactions between
light and materials.

To overcome these limitations, we propose MPGU-Net, a
novel end-to-end multi-model physics-guided unmixing net-
work for nonlinear unmixing in no-pure-pixel scenarios. Our
method contains three main innovations:

1) MPGU-Net explicitly integrates nonlinear physical mod-
els into the deep learning framework to characterize
light-material interactions and achieve generalizability
across multiple mixing scenarios. We embed two repre-
sentative nonlinear mixing models, i.e., the PPNM and
the MLM, into the reconstruction module to explicitly
capture a broad spectrum of nonlinear interactions. Un-
like conventional approaches that depend on implicit
nonlinear representations through additional network

layers, our method directly reconstructs hyperspectral
signatures using physically meaningful nonlinear formu-
lations, yielding both more accurate and interpretable
unmixing results across diverse nonlinear scenarios.

2) MPGU-Net addresses non-pure pixel scenarios with
a novel linearizing space transformation that analyti-
cally approximates the linear component of a nonlinear
dataset. This crucial innovation allows for the use of
geometric constraints (particularly the minimum simplex
volume criterion) for endmember regularization in non-
linear no-pure-pixel mixing environments.

3) MPGU-Net employs an integrated loss formulation that
combines reconstruction fidelity, geometric regulariza-
tion on the linear component of the nonlinear dataset
estimated by LST, directional coherence of endmembers,
and latent regularization. Its contribution lies in how
these commonly used loss components are systemat-
ically organized and coupled with the proposed LST
and physics-guided reconstruction models, enabling con-
sistent optimization under nonlinear and no-pure-pixel
scenarios.

With these three innovations, the proposed framework exhibits
strong potential for accurately unmixing complex nonlinear
datasets where pure pixels are scarce or absent. This sig-
nificantly expands its practical applicability for real-world
hyperspectral datasets.

C. Paper organization

The remaining sections of this paper are organized as fol-
lows. Section II briefly describes some preliminaries. Section
Il details the network structure of the proposed MPGU-
Net. Section IV presents extensive experiments and analyses
on synthetic and real unmixing datasets. Section V further
discusses the behavior of the proposed method under different
conditions. Section VI concludes this paper.

II. PRELIMINARIES: HYPERSPECTRAL MIXING MODELS

Since the proposed method generalizes to multiple mixing
scenarios, this section provides a brief introduction to the
relevant concepts and background of hyperspectral unmix-
ing. The spectral reflectances of the hyperspectral dataset
Y(fyngrr:lgl 2 R composed of Ny spectral bands and Np
samples can be modeled as:

Yn = F(Map) +en; (1)

where M 2 RNb € represents the endmember matrix contain-
ing ¢ pure spectral signatures, a, 2 R® ! corresponds to the
abundance vector, e 2 RNe 1 accounts for additive noise for
the n-th pixel, and F is a nonlinear function. By varying the
choice of F, different mixing models can be derived.

A. Linear mixing model

The linear mixing model (LMM) serves as a fundamental
mathematical framework in hyperspectral and multispectral
remote sensing for analyzing mixed pixels that contain spectral
contributions from multiple distinct materials (endmembers).



The model operates on the core assumption that the observed
spectral reflectance of any given pixel can be reconstructed
by linearly combining endmembers and their corresponding
fractional abundances. Mathematically, this relationship can
be expressed as:

Yn = F(Ma,) +e, = Ma, + e, )

Since the fractional abundance represents the proportion of
ground area covered by each pure material, this model is
typically subject to two physical constraints: the abundance
nonnegative constraint (ANC), requiring all abundance values
to be non-negative (ajj 0), and the abundance sum-to-one
constraint (/|\5§C), ensuring the abundances sum to unity for
each pixel ( iC=1 aij = 1;8j).

B. Polynomial post-nonlinear mixing model

The polynomial post-nonlinear mixing model (PPNM) [43]
extends the conventional LMM by accounting for nonlinear
effects commonly observed in scenes with vegetation canopies.
It assumes that the incident ray of light undergoes second-
order interactions before reaching the sensor. The PPNM can
be mathematically expressed as:

yn = F(Ma,)+e, = Map +pn(Man) (Man)+eq (3)

where pp is the nonlinear parameter for the n-th pixel. The
symbol  denotes the Hadamard (element-wise) product. The
term ph(Man) (May) captures the second-order nonlinear
interactions between endmembers, enabling the model to more
accurately represent hyperspectral data from complex scenes.
The value of pn can vary between -1 and 1. Similar to
the LMM, the abundance vector usually satisfies the two
constraints, i.e., ANC and ASC.

C. Multilinear mixing model

The multilinear mixing model (MLM) [46] is an advanced
nonlinear mixing model that explicitly models multiple scat-
tering phenomena within a pixel. It assumes that the incident
ray of light interacts with multiple pure materials before
being recorded by the sensor. This leads to an infinite series
representation, which can be compactly written as:

(1 pn)Ma,
=F(Ma,)+ten= ———
Yn (Man) +en 1 pnMa,)

where pp, is a pixel-dependent nonlinear coefficient that quan-
tifies the probability of multiple interactions between photons
and pure materials within the n-th pixel. A large pn indicates
stronger multiple scattering effects, where p, = 0 corresponds
to purely linear mixing.

+en “)

III. METHODOLOGY
A. Linearizing space transformation

In this work, we developed a new MPGU-Net to estimate
endmembers and fractional abundances in nonlinearly mixed
hyperspectral datasets where no pure pixels are available. The
key concept for achieving the latter is analytically estimating
the linear component of a nonlinear dataset. This allows for

the use of geometric constraints, in particular the minimum
simplex volume criterion, thereby allowing for a more accurate
estimation of virtual endmembers.

The proposed method can accommodate any mixing model
consisting of an explicit addition of linear and nonlinear
terms. When the mixing equation includes multiple nonlinear
functions (e.g., polynomials, exponentials, logarithmic func-
tions, and sine/cosine functions), each component can be
approximated by decomposing it into linear and nonlinear
terms via a Taylor series expansion, provided that the nonlinear
functions are sufficiently smooth and differentiable. As an
example, general polynomial mixing models are a class of
models that extend Eq. (1) via a Taylor series expansion:

Yn = F(Xn)

=Xn*+PnXn Xn+PaXn Xn  Xn
+PoXn  Xn  Xn
(Xn+PnXn  Xn+P2Xn  Xn  Xn (5
Xn+ )

Xp +
= Xn + PnXn
3

+PpXn Xn  Xn

=Xn +PnXn Yn
Xn

1 pnXn
where Xn = Map is the linear component of the nonlinear
dataset.

To estimate the linear component of a nonlinear dataset,
we introduce an analytical approach called the linearizing

space transformation (LST). The linear term of the polynomial
mixing models can be obtained by rearranging Eq. (5):

— Yn
1+pnyn

When considering only the first two terms of Eq. (5), a bilinear
mixing model is obtained: Y, = Xn +pPnXn Xn, and Xp can
be estimated by solving a quadratic equation:
(o M
_ 1+ 1+4ppyn
Xn 2nm (N
To demonstrate the impact of this transformation, Fig. 1(a)
shows the principal component analysis (PCA) embeddings
of hyperspectral data generated with the PPNM model. The
dataset is constructed from six endmembers obtained from the
United States Geological Survey (USGS) database. Fractional
abundances were generated to ensure that at least three binary
mixtures are available for each endmember pair (see section
IV-B1 for a detailed description of this dataset). As noted in
[73], the minimum volume simplex constraint can only aid
in reconstructing virtual endmembers from a linear dataset
when enough data points lie on all edges of the linear
simplex. Unfortunately, most of the binary mixtures in the
nonlinear dataset [see Fig. 1(a)] do not lie on the edges of the
linear simplex, making them incompatible with the minimum
volume simplex constraint. In contrast, after applying the LST
transformation [see Fig. 1(b)], all binary mixtures are mapped
into the convex hull and lie exactly on the edges of the
linear simplex. This approach can be easily generalized to a
polynomial mixing model of degree n, but it may require a
numerical solution to estimate Xp,.

(6)

Xn
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Fig. 1. PCA embeddings of hyperspectral data: (a) under PPNM, many binary mixtures do not lie on the edges of the simplex; (b) after LST, all binary

mixtures lie on the edges of the simplex.

Similar to polynomial mixing models, MLM contains both
linear and higher-order nonlinear terms:

Yn = F(Xn)
=@ pa)Xn+(Q Pn)PnXn Xn
+(1 pn)p% Xn Xn Xn
+(1 pr)PEXn Xn Xn Xn+
=  pn)Xn+PnXn (1 pn) Xn+PpnXn  Xn
+paXn Xn Xn+
= pn)Xn+PnXn Yn ®)

The linear term of the MLM model can be obtained by
rearranging Eq. (8):
Xp= o I ©)
1 pn+pnyn
Fig. 2(a) shows the data manifold of the MLM dataset, while
Fig. 2(b) displays the LST-transformed version. Similar to
the PPNM dataset, six endmembers were selected from the
USGS database, and fractional abundances were generated to
ensure that at least three binary mixtures are available for each
endmember pair. Again, LST maps all binary mixtures onto
the edges of the linear simplex.

As mentioned in the introduction, endmember estimation in
blind nonlinear unmixing remains particularly challenging in
scenarios without pure pixels. Many existing blind nonlinear
unmixing methods primarily rely on reconstruction fidelity
or implicit nonlinear modeling, and do not explicitly enforce
geometric constraints on the endmember simplex. While these
methods can achieve accurate results in certain cases, the
absence of simplex volume regularization may lead to less
stable or less geometrically consistent endmember estimates in
nonlinear no-pure-pixel scenarios. The Minimum Simplex Vol-
ume Constraint (MSVC), designed for no-pure-pixel scenarios,
is incompatible with nonlinear scenarios. By appropriately
approximating the linear component of a dataset, the proposed

LST enables the use of MSVC. Our proposed LST strategy
offers three main advantages: a) it provides a viable approach
for applying MSVC under nonlinear conditions; b) it improves
the accuracy of endmember and abundance estimation by
aligning the linear component predicted by LST with that
estimated by our unmixing network; and c) it serves as a
consistency check between the input spectra and the estimated
nonlinear parameters of the mixing models. Note that LST is
not a direct part of our network architecture, but performs
these three tasks via the loss terms (see subsection III-F for
detailed information).

Because the proposed MPGU-Net must simultaneously es-
timate endmembers, fractional abundances and mixing-model
parameters, while at the same time reconstructing the input,
four dedicated networks were designed: (a) an endmember
generation network; (b) an abundance estimation network;
(c) a nonlinearity parameter estimation network; and (d) a
physics-guided reconstruction network. The architecture of
MPGU-Net is illustrated in Fig. 3.

B. Endmember generation network

To improve the robustness of endmember extraction under
varying noise, illumination, and atmospheric conditions, we
design a probabilistic endmember generation module based on
a variational autoencoder (VAE) framework [79]. This module
learns a flexible latent representation of global endmember
distributions from the observed hyperspectral data, providing
an explicit regularization on the endmember space. Although
the VAE operates at the pixel level during training, the final
endmember matrix used for unmixing is obtained by averaging
the generated endmember candidates over all pixels, which
guarantees a stable and globally consistent representation for
subsequent reconstruction.

1) Generative model: According to Eq. (1), each observed
hyperspectral pixel Y, can be described as a nonlinear mixture
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Fig. 3. Architecture of the proposed MPGU-Net, including an endmember generation network, an abundance estimation network, a nonlinearity parameter
estimation network, and a physics-guided reconstruction network. In the latter, the two nonlinear models are made explicit, leading to MPGU-PPNM and
MPGU-MLM, respectively.

of endmember signatures. A probabilistic formulation of a ing endmember matrix candidate My, is parameterized by a

spectrum is given by: decoder network f (). The output of the decoder is passed
through an element-wise sigmoid activation to ensure that all

Ynj (M;an;pn) N (F(Man); ) (10) reflectance values lie in the physically valid range [0,1]:
where = 'l is the covariance matrix of the observation Mn = Sigmoid(f (zn)) an

noise, with o > 0 (a scalar) denoting the noise precision During training, latent codes z, are sampled from their
(inverse of the variance). This probabilistic formulation models approximate posteriors, and each sample produces a can-
the observed spectrum Yyn as a random realization from a didate My, through the decoder. These candidates should
Gaussian distribution with a mean corresponding to the ideal be interpreted as stochastic realizations of the underlying
nonlinear mixture predicted by a mixing model, and a co- global endmember distribution, rather than as pixel-specific
variance that accounts for deviations caused by measurement epndmember matrices. To obtain a stable global estimate, the
noise, illumination changes, atmospheric effects, and other final endmember matrix is Computed by averaging over all
modeling inaccuracies. This formulation allows for random pixels:
fluctuation of Y around the ideal spectrum. 1 M

To obtain the global endmember matrix M, we introduce K = N- Mn (12)
a latent variable z, for each pixel, representing a low- P n=1
dimensional code that captures the global spectral character- It is worth noting that although the latent variable z,, and the
istics of the scene. This latent variable is learned jointly with  corresponding candidate endmember matrix My, are inferred
the unmixing process, and can be interpreted as a compact at the pixel level, they are not intended to represent pixel-
description of the underlying endmember distribution that specific endmembers. Instead, each My, should be interpreted
produced pixel Y. The mapping from z,, to the correspond- as a stochastic realization sampled from the underlying global



endmember distribution learned by the VAE decoder. By
averaging the candidate endmember matrices over all pix-
els as in Eq. (12), the final endmember matrix aggregates
information from the entire scene, leading to a stable and
globally consistent estimate. This formulation is robust to
scenarios with sparse abundances, since pixels in which certain
endmembers are absent contribute little to their reconstruction,
while pixels where those endmembers are present provide
informative gradients. As a result, the averaging process does
not bias the estimation toward frequently occurring materials
and does not degrade performance when some endmembers
are missing in many pixels.

2) Inference model: While the generative model defines
how each pixel is generated from the latent code z, through
the decoder T () and the nonlinear mixing process [Eq. (10)],
the inference model addresses the reverse problem: estimating
Zn from yn. The true posterior distribution p(znjyn) is
analytically intractable, primarily because p(zn) and p(Yn)
are either unknown or computationally expensive to evaluate.
To address this, approximate inference methods such as Varia-
tional Inference and Markov Chain Monte Carlo (MCMC) are
commonly employed. While MCMC is a popular technique in
Bayesian inference for sampling from posterior distributions,
it faces challenges in determining whether the samples have
converged to the target distribution. This often leads to pro-
longed convergence times, as samplers may become trapped
in local high-probability regions, reducing sample diversity.
To overcome these challenges, we adopt stochastic gradient
variational Bayes (SGVB) [80], a deterministic approximation
method for posterior inference. SGVB not only provides a
scalable solution for large datasets but also avoids the con-
vergence issues associated with MCMC. Especially, we use
a neural network ( _, parameterized by ,, to approximate
the true posterior. The approximate posterior is modeled as a
multivariate Gaussian distribution:

4 ,(Znjyn) =N 2(Yn); z(Yn)

with mean vector () and diagonal covariance matrices

2() = diag( 2). To enable stochastic sampling from the
latent space while maintaining end-to-end differentiability,
we apply the reparameterization trick, which expresses the
sampling process as:

(13)

Zn= z(Yn)+ z(Yn) (14)

where N (0; I), with | being the identity matrix.

3) Network implementation: Both the encoder and decoder
are implemented as fully connected (FC) neural networks
to effectively model the global spectral structure of the hy-
perspectral data. The overall input to the network is the
hyperspectral image reshaped into a matrix Y 2 RNo Ne,
In the encoder, each input spectrum y, 2 RNo 1 is passed
through three sequential FC layers. The first layer maps the
spectral dimension to a hidden space of 32 ¢, which is then
reduced to 16 ¢, and finally to 4 c. Each layer is followed
by batch normalization and LeakyReL.U activation to improve
training stability and nonlinear feature extraction. The encoder
outputs the mean vector  and the log-variance vector log 2,
which define the approximate posterior distribution over the

latent variable z, 2 R? . The dimension of z, depends on
the dataset. In our experiments, we will set J to be between
2-4.

The decoder reconstructs the endmember matrix from the
latent vector z, using three FC layers. The latent vector is
first projected to size 4 C, then expanded to 64 ¢, and
finally mapped to N,  c. Batch normalization and LeakyReLLU
activations are applied to intermediate layers, and a final sig-
moid activation ensures physically valid outputs. By applying
this process to all Np pixel spectra, the decoder generates
a set of endmember matrix candidates angwil, which are
stacked into a tensor of shape RNe No ¢ The final global
endmember matrix 1 2 RNe © is then obtained by averaging
along the pixel dimension [see Eq. (12)]. This global matrix
is used in subsequent spectral reconstruction. The latent space
is regularized by a Kullback—Leibler (KL) divergence term
during training, encouraging a structured and smooth latent
distribution.

C. Abundance estimation network

The abundance estimation network is designed to estimate
abundance maps from the hyperspectral input cube. It adopts
a convolutional encoder—decoder architecture enhanced with
a convolutional block attention module (CBAM) to refine
spectral-spatial feature representations. The input to this mod-
ule is the hyperspectral image cube Y 2 R W H _where
W  H represents the spatial dimension. The abundance
estimation network begins with a 1 1 convolutional layer
that increases the feature dimensionality to 64, followed by
batch normalization, ReL.U activation, and a CBAM:

F& = CBAM(ReLU(BN(Conv11(Y))))  (15)
where F{¥) 2 R8 W H Next,a2 2 max-pooling operation
is used to reduce the spatial resolution, followed by another
convolutional block:

F$&) = CBAM(ReLU(BN(Convy.1 (Maxpool(F{)))))

(16)

where FgE) 2 R128 % % To recover the original spatial

resolution, the decoder employs a 2 2 transposed convolution:

FED) = UpConvz;z(FgE)) 17)

where FgD) 2 R% W H_ A skip connection is added to fuse

high-resolution features from the encoder:

FO) = FP + F{® (18)

Finally, the output is mapped to abundance maps by a1 1

convolution, followed by a Softmax across the channel di-

mension to ensure that the abundance vectors satisfy the two
constraints, i.e., ANC and ASC:

A = softmax(Convy.1 (F)) (19)

where A2 RE W H,
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Fig. 4. Architecture of the CBAM, containing a channel attention module and a spatial attention module.

1) Convolutional block attention module (CBAM): To pro-
mote more accurate abundance estimation, we adopt a convo-
lutional block attention module (CBAM) after each convolu-
tional stage in the abundance estimation network. This design
enhances spectral-spatial feature discrimination by allowing
the network to focus on informative spectral bands and spatial
regions that are most relevant to nonlinear interactions, which
cannot be explicitly modeled by standard convolutional oper-
ations alone. As a result, the attention mechanism improves
robustness against noise and irrelevant features commonly
present in hyperspectral data. The architecture of CBAM
is illustrated in Fig. 4. Given an intermediate feature map
F2RC W H CBAM first performs global average pooling
to encode the spatial statistics of each channel:

Favg = AvgPool(F) (20)

The pooled feature Fayg 2 RC 1 1 is sequentially processed
by two 1 1 convolutional layers with a reduction ratio r,
followed by a ReLU and a sigmoid activation, to produce the
channel attention weights:

Ac = Sigmoid(Convy;1 (ReLU(Convy;1(Favg)))) (2D

where Ac 2 R® 1 1 These weights are applied to the original
feature map via the Hadamard (element-wise) product:

Fe=F A (22)

To further capture spatially informative structures, spatial
attention is applied to the channel-refined feature F¢. Mean-
pooling and maxpooling operations are performed along the
channel dimension to obtain two spatial feature maps:

Frmean(1; W; H) = Meanpooling(F.(C; W; H))
C

Fmax(1; W; H) = Maxpooling(F¢(C; W; H)) 23)
C

These two maps Fmean(1;W;H) 2 R W H apd
Fmax(1; W; H) 2 Rt W H are concatenated to form a two-
channel representation and processed by a convolutional layer
with a 7 7 kernel and a sigmoid activation:

As = Sigmoid(Conv; 7(Concat(Fmean; Fmax)))  (24)

The final output of the CBAM is obtained by applying the
spatial attention weights to F:

Fout = FcAs (25)

D. Nonlinearity parameter estimation network

The nonlinearity parameter estimation network is designed
to estimate pixel-wise nonlinear interaction parameters that
characterize deviations from linear mixing. For this purpose,
the estimated endmembers and fractional abundances from
the previous networks are combined linearly (see Fig. 3).
The linearly reconstructed image Qlin 2 RNy W H provides
a baseline representation of the scene under the LMM as-
sumption. Any deviations from this baseline implicitly contain
information about nonlinear effects. Therefore, the goal of this
network branch is to predict a scalar nonlinearity parameter
map directly from the linearly mixed image. This design
allows the network to learn how much each pixel deviates from
purely linear mixing, thereby providing a compact measure
of nonlinear interaction strength. Intuitively, pixels whose
spectra deviate more from the linear baseline are expected to
correspond to higher values of the nonlinearity parameter.

To enhance spectral discrimination, the network starts off
with a point-wise convolution followed by a Softmax operation
along the spectral dimension:

Po = Softmax(Convy.1(Y'")) (26)

The softmax-normalized representation Py 2 RNo W H
serves as a spectral feature enhancement for downstream
convolutional processing. Specifically, we apply two additional
convolutional layers with LeakyReLU activations:

Pi = LeakyReLU(Conv1.1(P; 1)); 1=1;2 27
Since measured reflectance values are nonnegative and cannot
exceed 1, the nonlinear parameters must be bounded such that
the reconstructed reflectance values also remain within the
physical range [0,1]. Through empirical evaluation, we found
that setting the upper (and correspondingly lower) bounds of
the nonlinear parameter to 0.5 or less satisfies this requirement
for both the PPNM and MLM models. To produce a physically
meaningful nonlinear parameter map Poye 2 R* W H a final
1 1 convolution followed by a Tanh activation is applied, and
the output is then clamped to the range [-0.5, 0.5].

Pout = Clampy o505 (Tanh(Convy;1 (P2))) (28)

Finally, P Reshape(Pout) 2 R Ne contains the final
estimated nonlinearity parameters.



E. Physics-guided reconstruction network

Finally, a physics-guided reconstruction module is designed
to integrate explicit nonlinear mixing models. In this work,
we incorporate two representative nonlinear mixing models,
namely the PPNM and the MLM, for which the proposed
LST transformation admits a closed-form solution. These
models are selected as representative examples of commonly
encountered nonlinear interactions rather than as an exhaustive
description of all possible nonlinear mixing mechanisms in
real hyperspectral scenes. For mixing models where closed-
form solutions are not available, numerical techniques can
be employed to perform the required transformations. Both
branches take the estimated endmember matrix IOI, abundance
maps A and nonlinear parameter map P as input to generate
the reconstructed hyperspectral image. Both branches differ in
the way they model interactions of light with matter. The final
reconstructed hyperspectral images are computed as:

QPPNM — Qlin + '5 Qlin Qlin
QMLM — ((1 |5) Qlin) (1 ﬁ Qlin)

where ¥'in = KA and A = Reshape(A) 2 R® Ne_ The
symbol denotes the element-wise division. The network
based on the PPNM model is referred to as MPGU-PPNM,
while MPGU-MLM denotes the network based on the MLM
model.

(29)

FE. Objective function

To train our MPGU-Net in an end-to-end manner, we
design a multi-term objective function that reflects the roles of
the different network components. Since the network simul-
taneously estimates endmembers, abundances and nonlinear
parameters, the loss must supervise all three aspects while
ensuring physically meaningful solutions. These loss terms
operate at different levels and serve complementary roles,
and are optimized jointly through a weighted formulation.
Especially, the objective incorporates a reconstruction loss,
a minimum simplex volume constraint (MSVC), a spectral
angle-based endmember consistency (SAEC) loss and a KL
divergence regularization.

The reconstruction loss plays a central role, as it connects
all outputs of MPGU-Net to the observed spectra. MPGU-
Net performs nonlinear reconstruction through the physics-
guided module, while a linear reconstruction is obtained by
multiplying the estimated endmembers and abundances.

To ensure reconstruction fidelity and consistency between
different branches, we define:

M

Lre =
NP j=1

Xj 9][in
Jixj jjzjj?}injjz
(30)

N I/
11Yill2ii9iliz

where ¥j denotes the nonlinear reconstruction, 91'-"‘ is the
linear reconstruction, and Xj represents a reference linear
component from LST.

The first term enforces the nonlinear reconstruction to
match the observed spectra, while the second term encourages

consistency between the linear reconstruction and the refer-
ence linear component. This cross-branch consistency helps
stabilize training and improves the reliability of the estimated
endmembers and abundances. To regularize the endmember
generation process and prevent arbitrary expansion of the
endmember simplex, we introduce the MSVC loss:

Lmsve = M1 X17 31)

where KN is the estimated endmember matrix and X 2 RNo 1
is the mean vector of X(FX;j g}\‘:pl 2 RY"). The matrix
X is estimated using LST. This constraint encourages all
endmembers to be centered around the data mean, reducing
the volume of the simplex they span and promoting a compact,
identifiable spectral space.

To further enforce coherence among the estimated endmem-
bers, we introduce a spectral angle-based regularization that
penalizes large deviations from the mean spectral direction:

X m; X

COS ————— (32)
1IMiji2jiXjj2

Lsaec = %

i=1

where M; denotes the i-th estimated endmember. This con-

straint preserves the directional integrity of endmembers,

avoiding spectral drift and improving material discrimination.

Since the endmembers are generated through a VAE-based

module, we include a KL divergence loss to regularize the

latent space. This term encourages the latent variables to
follow a standard normal distribution:

1 X

Lk = — 5[log

k)2
2 z

goz - 9241] (33)

Np n=1k=1

where J is the dimension of the latent space.
The final objective function is a weighted combination of
all the above components:

L=Lre+ Lmsvc*+ Lsaec+ LkL (34)

where , ,and are hyperparameters controlling the relative
importance of each term. This composite objective function
integrates spectral reconstruction accuracy, geometric com-
pactness, angular consistency, and latent space regularization,
enabling MPGU-Net to learn accurate and physically inter-
pretable unmixing results across both linear and nonlinear
mixture scenarios. As the loss function of the proposed method
includes several inverse-cosine terms, it is often challenging
to optimize due to nonlinearity. In hyperspectral unmixing,
however, both predicted and reference reflectance spectra are
nonnegative and bounded within [0,1], which constrains the
cosine similarity to the range [0,1]. As a result, the argument of
the arccosine function remains in a well-behaved region during
training. The gradient of the arccosine function becomes very
large only when the cosine similarity approaches 1, i.e., when
the two spectra are nearly parallel. To prevent numerical
instability in this extreme case, we add a small positive
constant to the denominator before computing the inverse
cosine loss. The major advantage of utilizing the inverse
cosine loss is that this loss term is less sensitive to scaling
effects caused by variations in the illumination and acquisition
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conditions (incident and measured zenith angles), which are
commonly observed in real hyperspectral data and are one of
the manifestations of endmember variability.
By incorporating multiple regularization terms for endmem-
bers, the proposed method can also reliably estimate virtual
endmembers from datasets that do not contain pure pixels. _ _ o _
These regularization terms are advantageous in both Iinear% %‘ Spfnfﬁgt’i‘f”dca‘i;;’é?r;"’;”ji‘f’fggn‘;aggi‘fe“I’;C;'ig:”%;'gﬁgg‘nmgggﬁi)%?{;n
nonlinear scenarios. Because both PPNM and MLM reduced@Ise, and (c) RE. Note that MLM, PPNM, and LR-NTF share identical
the linear model only when the estimated nonlinear parameuiA-based initialization, leading to identical endmember estimates and thus
mapP is zero, the closer the estimatBdis to zero, the more ©Ve"apPing curves (identical Mean SAD values).
accurate the resulting abundance and endmember estimates are

for linearly mixed datasets. datasets were constructed without pure pixels. Each dataset
contains105 105 pixels with 224 spectral bands covering
V. EXPERIMENTS the 400-2500 nm range, synthesized from the same six end-
A. Comparative methods members but using different mixing mechanisms to control

To comprehensively evaluate the effectiveness of the rt(r;_e nonlinearity level. The datasets consist of 49 homogeneous
P y psquares, each measurifg 5 pixels. Of these, 45 squares rep-

posed MPGU-PPNM and MPGU-MLM networks, we com- . ) . .
. . . . resent binary mixtures (for each endmember pair, three binary

pare them with a set of representative linear and non“ner%fxtures (0.75/0.25, 0.5/0.5, and 0.25/0.75) were considered)
unmixing methods. Although both MPGU-PPNM and MPGU- ) N, : : '

MLM are desianed as nonlinear unmixing networks theWh”e the remaining four correspond to randomly generated
g 9 ' Higher—order mixtures. All background pixels share identical

hyperparamett_ers can be con gured tq .allow them .to alsf actional abundances, given W6 [1;1;1;1;1;1]". Al-

operate effectively under the finear mixing assumption, 6Yough this dataset is relatively simple, it is particularly useful

lowing a fair comparison with linear methods. Speci cally . . . :
wo LMM-based unmixing methods. the multistage convgpr clearly illustrating the quality of the estimated abundance
9 ' 9 aps. For each mixing model, four noise levels were consid-

lutional autoencoder network (MSNet) [71] and the untie§]ed by adding zero-mean Gaussian noise corresponding to
denoising autoencoder with sparsity (UDAS) [81] are includ Rs of 20 dB. 30 dB. 40 dB. and 50 dB

to compare the performance in linear scenarios. In addition, PPNM-based thetic dataset ted using th
ve state-of-the-art nonlinear unmixing methods are selected PPNM- .aseh_ zyn N '3 :\atse g(_ane:ja:jed tust'ﬂg i €
to benchmark performance in nonlinear scenarios: the two . » 1N Which a quadratic term 1S added 1o the inear
original PPNM [43] and MLM [46] models, a low-rank non- mixture. This formulation introduces second-order distor-
negative tensor factorization method (LR-NTF) [33], a model- t|qns of spectral agnature_s, Wh'Ch. alter_ _the shape .Of the
based autoencoder for hyperspectral unmixing (MACU) [82] m|>§ed spectra. The.resultmg nonlmearme; are typically
and a deep learning nonlinear autoencoder unmixing network noticeable but remain bounded to_quadrat|c ef_fects.
MLM-based synthetic dataset simulated using the

(NLAEU) [76]. This setup allows us to assess the exibility MLM. in which ltiol L deled th h
and robustness of the proposed networks under both linear and » 1IN which mu t'.p N _scatterlrjg 's modeled throug
recursive multiplicative interactions. As a result, the

nonlinear mixing conditions. Note that MLM, PPNM and LR- : ! i
spectral distortions may become stronger than those in

NTF employ VCA to initialize the endmember matrix before PPNM allv wh h i ; .
abundance estimation, so these methods generate identical » Especially when the noniinearity parametc_ar IS
large. This dataset, therefore, re ects complex nonlinear

endmember estimates. 2. . e
mixing scenarios where endmember separation is signif-
icantly reduced in PCA space.

2) Ray Tracing dataset:The Ray Tracing dataset is a
realistic nonlinear dataset that was generated using a fully
calibrated virtual citrus orchard ray tracer [83], [84], providing
a controlled hyperspectral imaging environment. The dataset
contains20 20 pixels with a spatial resolution of 2 m. Each

Fig. 5-b Pegormaﬂce Cgmparison deff VariOUS_unrlnixirllg algorithms on tﬁﬁel records re ectance values for 216 spectral bands span-

e o e 2 Lne- g the wavelengih range of 350-2500 nm. To mitigate the

identical VCA-based initialization, leading to identical endmember estimat&ffects of water absorption, 31 bands in the ranges 1330-1440

and thus overlapping curves (identical Mean SAD values) nm and 1770-1950 nm were removed, resulting in 185 bands

for analysis. The scene consists of three materials, i.e., soil,
weed, and tree. Ground truth fractional abundance values are
available for each hyperspectral pixel. This dataset is available

. . . onlinet.
1) Synthetic nonlinear dataset§wo synthetic hyperspec- 3) Jasper Ridge datasetThe Jasper Ridge dataset, ac-

tral dataset; were generated to evaluate unmixing algor't,h[ilﬁred by the Airborne Visible/Infrared Imaging Spectrometer
under varying degrees of spectral nonlinearity and noise.

To avoid bias toward geometric endmember extraction, theéhttps://iwww.biw.kuleuven.be/nonlinear-mixing/raytracer.htmi

B. Datasets
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TABLE |
PERFORMANCE EVALUATION OF THE DIFFERENT UNMIXING METHODS ON THEMLM-BASED SYNTHETIC DATASET WITH30 DB NOISE. BEST RESULTS
ARE SHOWN IN BOLD, AND SECOND-BEST RESULTS ARE UNDERLINED NOTE THAT MLM, PPNM, AND LR-NTF SHARE IDENTICAL VCA-BASED
INITIALIZATION , LEADING TO IDENTICAL ENDMEMBER ESTIMATES.

Methods MSNet uDAS NLAEU MLM PPNM LR-NTF MACU | MPGU-PPNM  MPGU-MLM
End 1| 0.1205 0.2352 0.1685 0.1840 0.1840 0.1840 0.1838 0.1195 0.1028
End 2 | 0.1062 0.0290 0.0512 0.0888 0.0888 0.0888 0.0880 0.0915 0.0150
SAD End 3| 0.1279 0.2306 _0.0270 0.0884 0.0884 0.0884 0.0888 0.0455 0.0417
End 4 | 0.0617 0.1420 0.0262 0.02300.0230 0.0230  0.0233 0.0110 0.0275
End 5| 0.1244 0.0883 0.0754 0.0785 0.0785 0.0785 0.0778 0.0254 0.0081
End 6 | 0.0813 0.2531 0.0119 0.01150.0115 0.0115 0.0115 0.0100 0.0214
Mean SAD 0.1037 0.1630 _0.0600 0.0790 0.0790 0.0790 0.0789 0.0505 0.0361
End 1| 0.0698 0.1223 0.0301 0.0387 0.0554 0.0427 0.0837 0.0210 0.0246
End 2 | 0.1276 0.0685  0.1589 0.0976 0.0676 0.0724__ 0.0540 0.0659 0.0311
RMSE End 3 | 0.0880 0.1605 _0.0738 0.0925 0.1264 0.1263 0.1136 0.0836 0.0429
End 4 | 0.0441 0.0705  0.1047 0.0754 0.0339 __ 0.03270.0486 0.0389 0.0232
End 5| 0.0540 0.0284 0.1672 0.0635 0.0409 0.0378 0.0467  0.0355 0.0272
End 6 | 0.0444 0.0811 0.0830  0.0533 0.0626 0.0388 0.0648 0.0243 0.0275
Mean RMSE 0.0713 0.0886 0.1030  0.0702 0.0645 0.0585 0.0635 0.0449 0.0294
RE 0.0344  0.0359 0.0403 0.0364 0.0338 0.0332 0.0397 0.0321 0.0317

(AVIRIS), consists of521 614 pixels with 224 spectral C. Evaluation metrics

bands spanning the wavelength range of 380-2500 nm. In this

experiment, al00 100 pixel subimage was extracted with |n experiments, we employ three widely used metrics to

an offset at coordinates (105, 269) to ensure computatioRghluate the performance of hyperspectral unmixing: spec-
ef ciency. To reduce the in uence of atmospheric effects angtal angle distance (SAD), abundance root-mean-square error
water absorption, bands 1-3, 108-112, 154-166, and 220-2R#1SE), and reconstruction error (RE). These metrics com-

were discarded, resulting in 198 spectral bands for analysigehensively assess different aspects of unmixing accuracy
This subset contains four materials: tree, water, soil, and roggth respect to endmember and abundance estimation and
The ground truth endmembers and abundances are genergigge reconstruction.

under the assumption that the Jasper Ridge dataset is IinearlgAD measures the angular difference between each esti-

mixed. It will be applied in our experiment to assess thﬁHated endmembeh  and its referencen, and it is computed
performance of the proposed approach in linear scenarios. 'gée

dataset and ground truth for endmembers and abundances are

available onliné. my g
) ) SAD(my;rhy) = arccoS ————————
4) Washington DC Mall datasefThe Washington DC Mall imjizji iz

dataset is an airborne hyperspectral image acquired by the HY-

DICE sensor over the Washington DC Mall area. The croppgthere a smaller value indicates a higher spectral similarity

image used in this paper contaiBs9 292 pixels with 191  heyeen the estimated and reference endmembers.

spectral bands covering the wavelength range from 0.4 to 2.4

m. Ground truth data for this scene are publicly availabrg;he abundance RMSE is employed to evaluate the abun-

(39)

and include multiple land-cover classes, such as grass, t ance estimation accuracy and gives the difference between

road, water, and trail. These materials are commonly used
as reference endmembers in hyperspectral unmixing sfudiéd -

' estimated abundanég and the ground truth abundance

Compared to simpler datasets, the Washington DC Mall scene Y

exhibits more complex spatial structures and material distri- 1 X

butions, making it suitable for evaluating the performance of RMSE(8;;a) = Ny (& a)? (36)
i

unmixing algorithms in realistic scenarios.

2https://rslab.ut.ac.ir/data Finally, RE is used to measure the image reconstruction per-
Shttps://engineering.purdue.edu/ biehl/MultiSpec/hyperspectral.html  formance and gives the difference between the reconstructed
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Fig. 7. Visual comparison of the endmembers obtained by different unmixing methods on the MLM-based synthetic dataset with 30 dB noise. Blue curves
denote the estimated endmembers, red curves denote the ground truth endmembers. Note that MLM, PPNM, and LR-NTF share identical VCA-based
initialization, leading to identical endmember estimates.

hyperspectral image and the reference image: the lowest reconstruction errors across all SNR levels. At 50
dB, their RE values are close to 0.01, con rming their strong
RE(Y ;9) - = RE(Y;:¥) ability to preserve spectral delity in the reconstructed signals.
Np j=1 2 Overall, these results demonstrate that the proposed MPGU-
Ko (37) based methods provide accurate and robust performance across
- 1 Yi ¥ different noise conditions, particularly in low-noise scenarios
Np j=1 iYjliziigiliz where both endmember estimation and abundance estimation

are further improved. We also performed experiments by
varying the maximum purity level from 0.6 to 0.7, and the

D. Experiments on synthetic datasets results are not signi cantly different.

1) Results on the PPNM-based synthetic datasay. 5
shows the performance of the compared unmixing algorithms2) Results on the MLM-based synthetic datasEig. 6
on the PPNM-based synthetic dataset at different noise léNustrates the performance of different unmixing methods
els. In Fig. 5(a), the proposed MPGU-PPNM and MPGWn the MLM-based synthetic dataset under varying noise
MLM consistently achieve the lowest or near-lowest Mealevels. As observed in Fig. 6(a), the proposed MPGU-PPNM
SAD values across all SNR levels, indicating more accuraa@d MPGU-MLM exhibit consistently low Mean SAD values
endmember estimation. Their advantage becomes more egross different SNRs. In particular, MPGU-MLM achieves
dent as the noise level decreases. At higher SNR levels @ smallest SAD at high SNR levels, approaching 0.03 at
dB and 50 dB), both methods achieve Mean SAD valu& dB, while most baseline methods remain above 0.05. This
around 0.03-0.04, outperforming most competing approacheslicates that the proposed framework can more effectively
Fig. 5(b) reports the Mean RMSE of abundance estimatiorapture nonlinear spectral variations. The abundance estima-
The proposed MPGU-based methods exhibit competitive atidn results in Fig. 6(b) further demonstrate the advantage
stable performance across different noise levels. In particulaf,the proposed methods. MPGU-MLM maintains the lowest
MPGU-MLM achieves the lowest RMSE at 40 dB and 50 dBRMSE across all noise levels, with values remaining around
with values around 0.03-0.04, while MPGU-PPNM also mair®.02—0.03 under moderate and high SNR conditions. Mean-
tains relatively low estimation errors. Compared with severalhile, MPGU-PPNM also achieves competitive performance
baseline methods whose performance uctuates signi cantlyith relatively low estimation errors. In contrast, several base-
across SNR levels, the proposed methods demonstrate bditer methods show noticeable uctuations as the noise level
robustness under varying noise conditions. Fig. 5(c) illustratelsanges, re ecting limited stability in nonlinear scenarios.
the RE for different methods. As expected, the RE decreaség. 6(c) presents the reconstruction performance in terms
as the noise level decreases for all approaches. Neverthele§RE. As the SNR increases, all methods exhibit decreas-
MPGU-PPNM and MPGU-MLM consistently achieve amondng reconstruction errors. Nevertheless, the proposed methods
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Fig. 8. Abundance maps from the different hyperspectral unmixing methods on the MLM-based synthetic dataset with 30 dB noise. End 1, End 2, End 3,
End 4, End 5, and End 6 correspond to the six distinct materials. GT denotes the ground truth abundances.

TABLE Il
PERFORMANCE EVALUATION OF THE DIFFERENT UNMIXING METHODS ON THERAY TRACING DATASET. BEST RESULTS ARE SHOWN IN BOLDAND
SECOND-BEST RESULTS ARE UNDERLINED NOTE THAT MLM, PPNM, AND LR-NTF SHARE IDENTICAL VCA-BASED INITIALIZATION , LEADING TO
IDENTICAL ENDMEMBER ESTIMATES.

Methods MSNet uDAS NLAEU MLM PPNM LR-NTF MACU| MPGU-PPNM  MPGU-MLM
Soil 0.1516 0.1502  0.1399 0.1403 0.1403 0.1403 0.1426 0.0888 0.0922
SAD Weed | 0.1476 0.2242  0.1688 0.1690 0.1690 0.1690 0.1621 0.1147 0.1134
Tree | 0.0334 0.0518 0.0622 0.0618 0.0618 0.0618 0.0770  0.0680 0.0729
Mean SAD 0.1109 0.1421  0.1236 0.1237  0.1237 0.1237 0.1272 0.0905 0.0928
Soil 0.2011 0.0603 0.1137 0.2172 0.2472 0.2265 0.2140 0.1196 0.1201
RMSE | Weed | 0.3224 0.1521 0.2572 0.3723 0.3674 0.3204 0.3893  0.1795 0.1930
Tree | 0.1811 0.1838  0.1959 0.1945 0.1578 0.2288 0.2120 0.0989 0.1041
Mean RMSE 0.2349 0.1321 0.1889 0.2614 0.2575 0.2586 0.2711  0.1327 0.1391
RE 0.0194 0.0225  0.0218 0.0214 0.0231 __ 0.01230.0204 0.0146 0.0119

consistently achieve the smallest or near-smallest RE valuest unmixing methods on the MLM-based synthetic dataset
At 50 dB, the RE of MPGU-PPNM and MPGU-MLM drops towith 30 dB noise in terms of SAD, RMSE, and RE. The
approximately 0.005-0.01, indicating accurate reconstructiproposed MPGU-PPNM and MPGU-MLM achieve the best
of hyperspectral signals under nonlinear mixing conditionsverall performance among all compared methods. In terms
Overall, the results demonstrate that the proposed MPGof- endmember estimation, MPGU-MLM attains the lowest
based framework achieves reliable and stable performadean SAD value of 0.0361, followed by MPGU-PPNM
across varying noise levels, with particularly strong advantageh 0.0505, both signi cantly outperforming all competing
in high-quality observation conditions. approaches. For most individual endmembers, the proposed
To further evaluate the performance of the compared mefR€thods also achieve the lowest or second-lowest SAD values,
ods, Table | reports the quantitative performance of diffeflémonstrating consistently accurate spectral reconstruction.
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Fig. 9. Visual comparison of the endmembers obtained by different unmixing methods on the Ray Tracing dataset. Blue curves denote the estimated
endmembers, red curves denote the ground truth endmembers. Note that MLM, PPNM, and LR-NTF share identical VCA-based initialization, leading to
identical endmember estimates.

Fig. 10. Visual comparison of the abundance maps obtained by different hyperspectral unmixing methods on the Ray Tracing dataset. GT denotes the ground
truth abundances.

For abundance estimation, the superiority of the proposetkthods. Several baselines suffer from severe noise, spatial
framework is further con rmed by the RMSE results. MPGUdistortions, or blurred material boundaries, particularly in
MLM achieves the lowest Mean RMSE of 0.0294, whilénighly mixed regions. In contrast, MPGU-PPNM and MPGU-
MPGU-PPNM ranks second with 0.0449, outperforming moMLM generate abundance maps that closely resemble the
baseline methods by a clear margin. Notably, for sevemgound truth, with clearer material boundaries and signi cantly
endmembers, the RMSE values of the proposed methods i@@uced noise. These results demonstrate the superior spatial
substantially lower than those of competing approaches, indccuracy and robustness of the proposed framework under
cating improved abundance estimation under nonlinear mixisgrong nonlinear mixing conditions.

conditions. In addition, the proposed methods also achieve

the lowest RE values, con rming their strong reconstructioB. Experiments on real datasets

capability. 1) Results on the Ray Tracing datas@able Il reports the

Fig. 7 presents the estimated endmember spectra on #igntitative unmixing performance of the compared methods
MLM-based synthetic dataset. Several baseline methods gi-the Ray Tracing dataset. In terms of endmember estimation
hibit noticeable spectral distortions in multiple bands, espgccuracy, the SAD results reveal noticeable class-dependent
cially for endmembers 2 and 3, indicating limited robustnesgriations for most baseline methods. For example, MSNet
to nonlinear mixing effects. Although traditional nonlineagnd uDAS exhibit relatively large errors on the soil and weed
models can capture the general spectral trends, they faildi@isses, while some traditional nonlinear models achieve lower
accurately reproduce ne spectral details. In contrast, MPGI$AD values on specic classes but lack consistency across
PPNM and MPGU-MLM consistently produce spectral curvegifferent materials. In contrast, MPGU-PPNM and MPGU-
that closely match the ground truth, with their curves largeiyiL.M maintain relatively low and stable SAD values across
overlapping across most wavelengths and preserving befnthree classes, achieving the lowest and second-lowest Mean
global structures and subtle spectral variations. SAD, which indicates more robust and reliable endmember

Fig. 8 shows the abundance maps estimated by differentraction under nonlinear mixing conditions. For abundance



